
Electrical		

• Read Range: 4 - 5.5” (10 - 14cm)
• Transmitting Frequency: 125kHz
• Voltage: 5 - 12 VDC
• Current Requirement: 40 - 70 mA
• Output Format: Wiegand™

Environmental		

• Operating Temperature: -35° to 65°C (-31° to 150°F)
• Operating Humidity: 0 - 95 % (non-condensing)
• Weight: 113 g (4 oz.)
• Color: Dark Gray
• Cable: 5 conductor (22AWG) stranded with continuous shield
  for typical Wiegand installations

Certifications		
	
• FCC Part 15, Industry Canada	

Warranty	
	
• 3 years 

[ Spec i f i c a t i on s  ]

The Aladdin 24 Proximity Reader is a radio-frequency proximity reader 
for access Control Systems.  The reader consists of a transmit/receive 
antenna and a reader electronics in a polycarbonate housing.

The Reader electronics and antenna are potted with epoxy resin to 
protect against the environment. The Reader may be mounted on a 
metal doorframe, a window mullion, or any surface (wall, cabinet, etc).

To learn more about our complete line of products, please visit our 
website or contact our customer care department at 1866.840.0004

[ Desc r i p t i on  ]

• Read range of 4 - 5.5 inches
• Electronics potted with epoxy compound
   for demanding environmental applications
• Compatible with all Wiegand access control systems
• Industry standard Wiegand (26 to 56 bit) output
• High-tech Enclosure

[ F ea tu re s  ]

Card Reader

P-Aladdin 24 Proximity Reader
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